


TRAVELLERS  

Model 912: Technical Details

Model

Features

 Hopper volume

 Loader feeding height max.

 Max. mould width

 Max. mould depth

 Min. production height - fl oor production

 Max. production height - fl oor production

 Min. production height - vibrating table

 Max. production height - vibrating table

 Operation on rails optional

Weight of machine

 with palisade-mould and vibrator

Dimensions of machine

 total length of machine

 total height of machine

 total width of machine

Number of Vibrators

 5 mould vibrators

 2 tamper head vibrators

 max. table vibration

Power supply 

 Power consumption with max. nos. of vibrators 

Power consumption for 400 V

 Connection cable for 400 V

912R-1500

900 l

3150 mm

1200 mm

500 mm

250 mm

1500 mm

100 mm

1000 mm

yes

10.200 kgs

3300 mm

4200 mm

2500 mm

70 kN

28 kN

40 kN 

30 kW

64 A

4x16 mm
2

Model 912: Examples of products

The machine frame is a very sturdy welded con-

struction made from structural hollow sections. 

Extremely long guide bearings and additional 

mechanical “ ttings ensure absolute synchronism 

of mould and tamper head.  The mould suspension 

is supported in a tilt and vibration free method 

against the machine frame. A robust oil motor 

provides a reliable drive of the machine travel gear 

and shunting mechanism. All working motions 

operate hydraulically. The tamper head pressure 

is continuously variable. Hopper and guiding 

table are suspended to the hoisting frame, their 

common adjustment works hydraulically. The feed 

drawer is driven by  cylinder and lever shaft. 

To ensure safety and quality, we employ only 

brand equipment proved by exhaustive “  eld use, 

for mechanic, hydraulic and electric parts.

912

900 l

2900 mm

1200 mm

500 mm

250 mm

1250 mm

-

-

yes

7.400 kgs

3300 mm

3700 mm

2450 mm

70 kN

28 kN

-

17,5 kW

41 A

4x10 mm
2

912-1500

900 l

3150 mm

1200 mm

500 mm

250 mm

1500 mm

-

-

yes

9.500 kgs

3300 mm

4200 mm

2450 mm

70 kN

28 kN

-

17,5 kW

41 A

4x10 mm2

Technical details are subject to changes - without prior notice. Pictures of equipment shown are examples only. Photos may 
include optionals as per customer•s demand.
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Wall retainer unit

Control panel


